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1. EXISTING CONDITIONS INFORMATION FROM AN ON-—THE-GROUND SURVEY BY WATERMAN DESIGN ASSOCIATES, INC., IN 2 School Street
JANUARY 2008.
Acton, MA
2. LOCATIONS OF UNDERGROUND UTILITIES SHOWN HEREON WERE COMPILED FROM AVAILABLE RECORD PLANS OF UTILITY
COMPANIES AND ARE APPROXIMATE AND ASSUMED. BEFORE COMMENCING SITE WORK, CONTRACTOR SHALL CALL "DIG 3
SAFE" AT 1-888~344--7233 TO ACCURATELY LOCATE UNDERGROUND UTILITIES, THE CONTRACTOR SHALL NOTFY TITLE: O
APPROPRIATE UTILITY DEPARTMENTS / COMPANIES OF ANY UTILITIES DAMAGED DURING CONSTRUCTION. ANY COSTS G C NDI l IONS
RELATED TO THE REPAIR OF UTILITIES DAMAGED AS A RESULT OF CONSTRUCTION ACTIVITY SHALL BE THE CONTRACTOR'S / EXIST]N
RESPONSIBILITY, NO EXCAVATION SHALL BE PERFORMED UNTIL ALL UTILITY COMPANIES HAVE BEEN NOTIFIED. PLAN
3. NO PART OF SUBJECT PROPERTY IS LOCATED WITHIN THE LIMITS OF ZONE A (AREAS OF 100-YEAR FLOOD) AS SHOWN ON
THE NATIONAL FLOOD INSURANCE PROGRAM FLOOD INSURANCE RATE MAP COMMUNITY PANEL NUMBER 250176 0003 C, EXCHANGE HALL
EFFECTIVE DATE JANUARY 8, 1988.
///// \ Acton, MA
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SITE PREPARATION NOTES:

. SEE SHEET | FOR REFERENCES AND LEGEND.

2. LOCATIONS OF UNDERGROUND UTILITIES SHOWN HEREON WERE COMPILED FROM AVAILABLE RECORD PLANS
OF UTILITY COMPANIES AND ARE APPROXIMATE AND ASSUMED. BEFORE COMMENCING SITE WORK,
CONTRACTOR SHALL CALL "DIG SAFE" AT |-886-344-7233 TO ACCURATELY LOCATE UNDERGROUND
UTILITIES, THE CONTRACTOR SHALL NOTIFY APPROPRIATE UTILITY DEPARTMENTS / COMPANIES OF ANT
UTILITIES DAMAGED DURING CONSTRUCTION. ANY COSTS RELATED TO THE REPAIR OF UTILITIES DAMAGED
AS A RESULT OF CONSTRUCTION ACTIVITY SHALL BE THE CONTRACTOR'S RESPONSIBILITY. NO
EXCAVATION SHALL BE PERFORMED UNTIL. ALL UTILITY COMPANIES HAVE BEEN NOTIFIED.

3. CONTRACTOR TO CONFIRM SIZE AND DISPOSITION OF ALL UTILITIES TO SITE AND COORDINATE
REMOVAL/RELOCATION OF PRIVATE UTILITIES TOMITHIN SITE WITH RESPECTIVE UTILITY COMPANIES,

4. PRIOR TO CONSTRUCTION AN EROSION CONTROL BARRIER (ECB) SHALL BE PROVIDED AT THE EDGE OF
THE DEVELOPMENT AREA AS SHOWN ON THE PLANS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
MAINTAINING THE ECB THROUGHOUT ALL PHASES OF CONSTRUCTION AS WELL AS COMPLYING WITH ANY
OTHER CONDITIONS ESTABLISHED IN ALL APPLICABLE PERMITS,

5. EXISTING PAVEMENT SHALL BE SAIW CUT, AND NEW PAVEMENT SHALL BE BLENDED SMOOTHLY TC MEET CUT
EDGES,

6. ALL MATERIALS NOTED FOR REMOVAL OR DEMOLITION, SHALL BECOME THE PROPERTY OF THE

CONTRACTOR AND MUST EITHER BE RECYCLED OR DISPOSED OF OFF SITE ACCORDING TO APPLICABLE

REGULATIONS. CONTRACTOR 15 RESPONSIBLE FOR OBTAINING NECESSARY PERMITS FOR DEMOLITION,
HAULING AND DISPOSING OF SAID MATERIALS.

7. BUILDING DEMOLITION INCLUDES DEMOLITION OF ANY BASEMENT OR FOUNDATION WALLS. ANY BASEMENT

FLOORS SHALL BE BROKEN UP OR PERFORATED. SITE PREPARATION SHALL INCLUDE BACKFILL OF
BASEMENT AREAS WITH APPROVED FILL MATERIAL TO ROUGH GRADE.

8. EXISTING SURVEY MONUMENTS SUCH AS STONE OR CONCRETE BOUNDS, DRILL HOLES, IRON PIPES, ETC.
SHALL BE CLEARLY MARKED IN THE FIELD PRIOR TO COMMENCING SITE PREPARATION WORK. ANTY
MONUMENTS THAT ARE DAMAGED OR DESTROTED DURING CONSTRUCTION SHALL BE REPLACED AND THEIR
LOCATIONS CERTIFIED BY A PROFESSIONAL LAND SURVEYOR.
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GRADING AND DRAINAGE NOTES:

SEE SHEET | FOR REFERENCES AND LEGEND,

LOCATIONS OF UNDERGROUND UTILITIES SHONN HEREON WERE COMPILED FROM NDER WA -
AVAILABLE RECORD PLANS OF UTILITY COMPANIES AND ARE APPROXIMATE AND NYLA ——
ASSUMED. BEFORE COMMENCING SITE WORK, CONTRACTOR SHALL CALL "DIG SAFE* AT

1-BBE~344-1233 AND LOCAL MINICIPAL UTILITY DEPARTMENTS TO ACCURATELY LOCATE ~ —

UNDERGROUND UTILITIES. THE CONTRAGTOR SHALL NOTIFY APPROPRIATE UTILITY =

COMPANIES / DEPARTMENTS OF ANY UTILITIES DAMAGED DURING CONSTRUCTION. ANY —

COSTS RELATED TO THE REPAIR OF UTILITIES DAMAGED AS A RESULT OF CONSTRUCTION
ACTIVITY SHALL BE THE CONTRACTOR'S RESPONSIBILITY. NO EXCAVATION SHALL BE

PERFORMED UNTIL. ALL UTILITY COMPANIES HAVE BEEN NOTIFIED, %0
o @ Y
FRIOR TO CONSTRICTION AN EROSION CONTROL BARRIER (ECB) SHALL BE PROVIDED AT ! V.2 225
THE EDGE OF THE DEVELOPMENT AREA AS SHOMN ON THE PLANS. THE CONTRAGTOR =
SHALL BE RESPONSIBLE FOR MAINTAINING THE ECB THROUGHOUT ALL PHASES OF -~ = g9
CONSTRUCTION AS WELL AS COMPLYING WITH ANY OTHER CONDITIONS ESTABLISHED IN g so, =
THE APPLICABLE PERMITS. IS - P
N\ e 6.5
ALL DISTURBED AREAS SHALL BE LOAMED AND SEEDED UNLESS OTHERWISE SPECIFIED ON 2 = i
THE PLANS, 2 Xax T B
EXISTING PAVEMENT SHALL BE SAN CUT, AND NEW PAVEMENT SHALL BE BLENDED T Pl
SMOOTHLY TO MEET CUT EDGES,
a Xzxs2
ALL UTILITY COVERS, GRATES, HATCHES, ETC, SHALL BE FLUSH WITH THE PAVEMENT
FINISHED GRADE. oziie Y2060
2BQ _mu
FINAL GRADES SHALL BE PITCHED EVENLY BETWEEN SPOT ELEVATIONS. e
R
ALL GRADES [N HANDICAPFED ACCESSIBLE PARKING SPACES SHALL NOT EXCEED 2% IN - .

ANY DIRECTION (PER 521 CMR 23.4.3).
ALL GRADES IN HANDICAPFED ACCESSIBLE WALKHATS SHALL NOT EXCEED 5% (PER 521

CMR 223) AND SHALL NOT HAVE A CROSS PITCH OF MORE THAN 2% (PER 521 CMR 223.0). Oogw‘»}, 7
N
. RIPRAP APRONS SHALL BE PROVIDED AT ALL FLARED ENDS AND HEADWALLS. ﬁ;ﬁ\{&s st
o)
RETAINING WALL(S) TO BE DESIGNED BY OTHERS, CONTRACTOR SHALL BE RESPONSIBLE WA l\';‘\\g\:; A\
TO PROVIDE ENGINEERED STRUCTURAL DRAWINGS FOR RETAINING WALL(S) WHERE SaN
REQUIRED BY CODE. of" 0&*“2 e
SENIN
. SEE SHEET 4- UTILITY PLAN FOR DRAINAGE SCHEDULE OF ELEVATIONS. et o
E
. SEE DETAIL SHEETS FOR DETENTION AND INFILTRATION STSTEM SCHEDULE OF <of
EL EVATIONS.
-
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OPERATION AND MAINTENANCE PROGRAM:
SNEEPING OF PAVED SURFACES:

1. ALL PAVED SURFACES ON-SITE INCLUDING DRIVENATS, NALKWAYS AND PARKING AREAS SHALL BE SWEPT AT
LEAST ONCE ANNUALLY TO REMOVE ACCUMULATIONS OF SAND, SILT, LEAVES, AND OTHER DEBRIS.

2. SNEEPING SHOULD OCCUR IN MARCH/APRIL. AFTER SNOWMELT HAS OCCURRED AND THAIN HAS BEGUN.
SHEEPINGS SHALL BE DISPOSED OF AT AN AFPROPRIATE LOCATION AWAY FROM STORMWATER MANAGEMENT
FACILITIES,

DEEP SUMP CATCH BASING:

. CATCH BASING SHALL BE INSPECTED AND CLEANED A MINIMUM OF ONCE PER YEAR,

e 41
W

2. ALL SEDIMENTS AND HYDROCARBONS SHALL BE PROPERLY HANDLED AND DISPOSED IN ACCORDANCE WITH
LOCAL, STATE, AND FEDERAL GUIDELINES AND REGULATIONS,

UNDERGROUND DETENTION FACILITIES:

I. PRETREATMENT DEVICES (DEEP SUMP HOODED CATCH BASING) ARE ESSENTIAL TO THE FUNCTIONALITY OF THE
UNDERGROUND DETENTION FACILITIES., THE ABOVE MAINTENANCE PLAN SHALL BE FOLLOWED FOR THESE DEVICES.

2. DRAIN MANHCLES AT THE OUTLET END OF UNDERGROUND DETENTION FAGILITIES SHALL BE INSPECTED AT LEAST
THICE PER YEAR AND AFTER THE FIRST SEVERAL RAINFALL EVENTS AND AFTER ALL MAJOR STORMS.

SHALL BE CHECKED FOR EVIDENCE OF CLOGGING OR FLOW RESTRICTIONS AND CLEARED AS NECESSARY. ANY
DEBRIS OR ACCUMILATED SEDIMENTS WHICH COULD HINDER FLOWS SHALL BE REMOYED AND DISPOSED.

UNDERGROUND INFILTRATION FACILITIES:

L INSPECTION PORTS ARE PROVIDED AT THE ENDS OF EACH PIFE IN THE STSTEM TO ALLOW FOR OBSERVATION
AND CLEANING OF UNDERGROUND FACILITIES.

2, FACILIT!Eﬁ SHALL BE INSPECTED AT LEAST TWICE PER YEAR AND AFTER THE FIRST SEVERAL RAINFALL
EVENTS AND AFTER ALL MAJOR STORMS. PONDED WATER INSIDE THE INFILTRATIOR FACILITIES AFTER SEVERAL
DAYS OFTEN INDICATES THAT THE BOTTOM OF THE TRENCH IS CLOGGED AND ALL STONE AGGREGATE AND FILTER
FABRIC MUST BE REMOVED AND REPLACED.

3, SYSTEMS UNDER PERVIOUS AREAS SHALL REMAIN CLEAR OF GRASS CLIPPINGS, LEAVES, AND SEDIMENT. IF
PONDING 1S OBSERVED AT THE SURFACE, CORRECTIVE MAINTENANCE SHALL INCLUDE REMOVAL AND
REPLACEMENT OF TOPSOIL. AND FIRST LATER OF STONE AGEREGATE AND FILTER FABRIC.

4. DOPNHILL. SLOPES FROM INFILTRATION AREAS SHALL BE MONITORED WEEKLY DURING CONSTRUCTION AND
MONTHLY THEREAFTER FOR THE FIRST YEAR OF OPERATION FOR SIGNS OF BREAKOUT. SEEPAGE FROM DOWNHILL
SLOPES SHALL BE AN INDICATION OF A STYSTEM FAILURE AND CORRECTIVE ACTION SHALL BE TAKEN.

5. CORRECTIVE ACTION FOR STSTEM FAILURE SHALL INCLUDE REMOVAL AND REPLACEMENT OF ALL STONE
AGGREGATE AND FILTER FABRIC, ACCUMULATED SEDIMENT SHALL BE REMOVED FROM THE TRENCH BOTTOM AND
THE BOTTOM SHALL BE SCARIFIED OR TILLED TO HELP INDUCE INFILTRATION.
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UTILITY NOTES:

. SEE SHEET | FOR REFERENCES AND LEGEND.

2. LOCATIONS OF UNDERGROUND UTILITIES SHOWN HEREON WERE COMPILED FROM AVAILABLE
RECORD PLANS OF UTILITY COMPANIES AND ARE APPROXIMATE AND ASSUMED. BEFORE
COMMENCING SITE WORK, CONTRACTOR SHALL CALL "DIG SAFE" AT |-888-344-1233 AND LOCAL
MUNICIPAL UTILITY DEPARTMENTS TO ACCURATELY LOCATE UNDERGROUND UTILITIES. THE
CONTRACTOR SHALL NOTIFY APPROPRIATE UTILITY COMPANIES / DEPARTMENTS OF ANY UTILITIES
DAMAGED DURING CONSTRUCTION, ANY COSTS RELATED TO THE REPAIR OF UTILITIES DAMAGED
AS A RESULT OF CONSTRUCTION ACTIVITY SHALL BE THE CONTRACTOR'S RESPONSIBILITY, NO
EXCAVATION SHALL BE PERFORMED UNTIL ALL UTILITY COMPANIES HAVE BEEN NOTIFIED.

3. CONTRACTOR SHALL CONFIRM DEPTH(S) OF PERTINENT UTILITIES BY TEST PIT AND NOTIFY OWNER'S
REPRESENTATIVE OF ANY DISCREPANCIES,

4. ALL DRAIN PIPE SHALL BE CLASS il RCP (ASTM CT6) OR ADS N-12 (OR EQUAL), UNLESS OTHERWISE
NOTED,

5. ALL GRAVITY SEWER PIPE SHALL BE SDR 35 PVC (ASTM D3034) WITH WATERTIGHT INTEGRAL BELL
GASKETED JOINT (ASTM D3212) AND ELASTOMERIC SASKET (ASTM F4TT), UNLESS OTHERWISE

&. SEE DETAIL SHEET FOR INFILTRATION SYSTEM SCHEDULE OF ELEVATIONS,

1. ALL WATER MAIN PIFE AND FITTINGS MATERIAL SHALL BE APPROVED BY DFPW UNLESS OTHERWISE

NOTED, ALL WATER SERVICES TO BE PRESSURE RATED COPPER AS REGUIRED/APPROVED BY
DPHL

8. WHERE [0 HORIZONTAL SEFPARATION BETWEEN SEWER AND WATER MAINS CANNOT BE MAINTAINED,
CRONN OF SEWER MAIN SHALL BE 18 BELON BOTTOM OF WATER MAIN, IN ACCORDANCE WITH
SECTION 4.1.2 OF MASS, DEP “GUIDELINES AND POLICIES FOR PUBLIC WATER STYSTEMS® (AS
DEFINED IN 310 CMR 22.02).

4. PROPOSED ELECTRIC, TELEFHONE AND CABLE DEPICTED IS SCHEMATIC ONLY. CONTRACTOR
SHALL COORDINATE WITH RESPECTIVE UTILITY COMPANY FOR FINAL PLANS AND SPECIFICATIONS.

0. CONTRACTOR SHALL COORDINATE CONNECTION TO MUNICIPAL FIRE ALARM,

1l. CONTRACTOR TO COORDINATE WITH QUALIFIED PERSONNEL. (IE: PROFESSIONAL TRAFFIC ENGINEER
& TRAFFIC SIGNAL MAINTENANCE CREW FOR THE CONSTRUCTION SEQUENCE RELATED TO THE

REMOVAL AND RE-INSTALLATION OF THE TRAFFIC SIGNAL INDUCTOR LOOP AT THE SITE ACCESS
DRIVENAY AND MAIN STREET INTERSECTION.
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LAYOUT & MATERIAL NOTES:

N

SEE SHEET | FOR EXISTING CONDITIONS INFORMATION AND NOTES.
ALL SETBACK LINES AND DIMENSIONS ARE PARALLEL TO OR PERPENDICULAR TO THE

LINES FROM WHICH THEY ARE MEASURED, UNLESS OTHERWISE NOTED.

3. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY
DISCREPANCIES TO ENGINEER OF RECORD PRICR TO CONSTRUCTION.

>

S

DIMENSIONS OF PARKING SPACES AND WALKWAYS ARE MEASURED FROM FACE OF
CURB,

EACH HANDICAP PARKING SPACE SHALL BE IDENTIFIED BY A SIGN LOCATED AT THE

BACK OF CURB. THE SIGN SHALL CONTAIN THE "INTERNATIONAL SYMBOL OF
ACCESSIBILITY™ AS DESCRIBED IN THE AMERICANS WITH DISABILITIES ACT, PUBLIC LAW
101-366, AND DETAILED IN THE FHNANUSDOT MANUAL. ON UNIFORM TRAFFIC. CONTROL

DEVICES, AS AMENDED,

&, ORNAMENTAL FENCE SUBJECT TO APPROVAL BY THE ACTON HISTORICAL DISTRICT

COMMISSION.

T. STEPS FROM GATHERING AREA TO CAFE AREA TO BE "REDI-ROCK" TREADS O
MATERIAL TO BE DETERMINED BY THE ACTON HISTORICAL DISTRICT COMMISS!

APPLICANT.

R A
ION AND

. RETAINING WALL MATERIAL TO BE "REDI-ROCK" SEGMENTAL RETAINING WALL SYSTEM,

SUBJECT TO THE APPROVAL OF THE ACTON HISTORICAL DISTRICT COMMISSION,

4. VEHICULAR TRAFFIC FLOWN ARRONS AS SHOWN HEREON SHALL BE PAINTED ON THE

PAVEMENT.

10. VEHICLES ARE PROHIBITED FROM OBSTRUCTING ACCESS TO THE EMERGENCY VEHICLE

ACCESS TO NTLANDER WAY,

DUMPSTER PAD
HITH ENCLOSURE

ICAP PATRONS TROP
"/ PICK. UP AND VALET
4 PARKING
8, / / pERT
) oN
ZONING SUMMARY TABLE 3 \: oo™
DISTRICT: SOUTH ACTON VILLAGE (5AV) L / A8
GROUNDWATER PROTECTION DISTRICT: ZONE 4 / 2 e/ 7
REGUIRED PROVIDED =5 s \ L € 110/30/06 | TOWN REVIEW COMMENTS
57 AREA ; gz;ozss‘f;;{-(éi‘%sbgo) S lie J: B |08/24/06 [NITIAL ISSUE
R A & Fa/- (COMBINED) <8 7 X B.05. DISCUSSION PROGRESS)
FRONTAGE. R 2 S [ ﬁ TRUC REV.| DATE DESCRIPTION INIT,
FRONT YARD (MAX) o' WA, ik C S IS LS o DS ShALL NoOT BE
SIDE YARD o 2674/~ P .
L2 ] B Z
REAR YARD o' WA ' o %
BUILDING HEIGHT (MAX) Y SEE ARCHITECTURAL DRAWINGS & oD X7\
FLOOR AREA RATIO_(MAX) 0.7 (6,62 5F /-] 0.02 (380 5F4/-) * Ny ADDITION G\,
OFEN SPACE NR N/A Y 2 %15 .
PARKING LOT LANDSCAPING 5% 6%~ s §
"~ THE SITE 15 A PRE-EXISTING USE. A 32x15 ADDITION IS PROPOSED FOR THE FURFOSES OF & e 17l
THE ELEVATOR AND STAIRWELL. 4
¥ HO PARKING
. &8
PARKING SUMMARY TABLE /5 riTo ciose Y
USE REGUIRED (ZBL SECTION 6.3) REGUIRED (GAV: 10%) PROVIDED A2 9
RESTAURANT __ B SEATS PER SPACLE (113 SEATS)=56 SPACES 41 SPACES Sesit ol
OFFICE ONE SPACE PER 250 SQ. FT{1,250 93, FT.)=5 SPACES 4 SPACES Sd= EXISTING :/i EXISTING
RESIDENTIAL  TWO SPACES PER RESIDENCE (I RESIDENCE)=2 SPACES 2 SPACES 6% 3~1L/jz DS‘JgRY ‘é I ] BUILDING o
AUDITORIUM 4 OCCUPANTS PER SPACE (225 OCCUPANTS)=56 SPACES 40 SPACES SO 5 scgoloLL STREET % ¥ WE aog“;\; ﬂg&‘b
TOTAL &1 SPACES HIESRREE & oo0kas
ON-SITE = 28 SPACES (PRIOR TO 5:00 PM WEEKDATS) 25 | —FepiRock B ) U epcE
14 SPACES (AFTER 5:00 PM WELKDATS) T R (o CatAL |
SCHOOL STREET LOT = 25 SPACES > f)\ AN
SR RN‘;OLS,:; :3: ZPF:NGCTESS'(PRIOR TO 5.00 PM NEEKDAYS) Q e & IDEHCATION N WATERMAN DESIGN
d - AINTED ol CAFE S
144 SPACES (AFTER 5:00 PM NEEKDAYS) § The X L e Bk &v‘\j\)’v ASSOCIAT . INC.
*NEEKDATS AFTER 6:30 PM AND ALL DAY SATURDAY AND SUNDAY, [00 PARKING SPACES ARE AVAILABLE AT THE COMMUTER RAIL LOT. S} otoo % VIR LIQRRE AL 31 East Main Street
%% S Pt P Westborough, MA 01581
424 % S 508.366.6552
Swuk P . 508.366.6506 (fax)
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% 2
SIGN SUMMARY TABLE AT SCHOOL STREET TRUST
AlL SIGNS SHALL CONFORM TO STANDARDS SET FORTH IN “STANDARD HIGHAAY Z % DN S
SIGNS”, 1714 (LATEST (REVISION), BY THE US DOT / FHNA, UNLESS OTHERWISE NOTED. = f e 2 School Street
3 C;) % (PUBLIC ~~ VARIABLE WIDTH) Acton, MA
SIGN CODE | SIGN SIZE | LEGEND 7 (GTYMBOL) @ Z ,
&i-1 MR STOP @ OC
R3S PN, LEET TURN ONLY. ) APPLICANT:
Ro-1 MIN. DO _NOT ENTER
B HN Do NoT ¢ e T 2 ) BLUEBIRD REALTY
R7-1 ¥ 2x18 NO PARKING ANTTIME PR (9 - TRUST
Ri-2a * 2 x 16 NO_PARKING B8:00 AM 1O 4:00 PM (UNLESS O1HERNIGE NOTED) 2 Y‘;\ \
RT-201 % 2xX6 TOWN ANAY ZONE o~ \ 2 School Street
R1-B x5 RESERVED PARKING (HANDICAPPED] (NO ARROW) Acton, MA
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SITE PLAN SPECIAL PERMIT

PLANTING ¢ LIGHTING NOTES: Legera ATon
Fis}
I, SEE SHEET | FOR GENERAL NOTES, REFERENCES AND LEGEND. rﬁ,m A BOARD OF SELECTMEN
] wl

2. ALL PLANT MATERIAL SHALL CONFORM TO THE MINIMUM GUIDELINES AS QUTLINED BY ,,:/I\:?% 22
THE AMERICAN STANDARD FOR NURSERY STOCK FUBLISHED BY THE AMERICAN ) Z o
ASSOCIATION OF NURSERYMEN, INC. gg. \opd Proposed Deciduous Tree % %

P 3ol W S

3. ANY PROPOSED SUBSTITUTION OF PLANT MATERIAL SHALL BE EGUAL IN OVERALL e <
HEIGHT, LEAF, FORM, BRANCHING HABIT, FRUIT, FLOWER, COLOR, AND CULTURE, ANS oM "»’ C
SHALL BE SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT. ez Proposed Evergreen Tree % 2

ZARN 0w
4. LANN AREAS ARE TO BE LOAMED AND SEEDED UNLFSS OTHERWISE NOTED. " <& 2
)

5. ALL LANDSCAPE ISLANDS WITHIN PARKING AREAS ARE TO BE BARK MULCHED TO A 3 Proposed Medium shrub &

MINIMUM DEPTH OF 3" UNLESS OTHERMISE NOTED. = A MAJORITY OF THE BOARD

6. ALL PLANTING BEDS ARE TO BE CROWNED WITH TOPSOIL ABOVE ADJACENT AREAS, .

O Proposed ion~growing shrut DATE:

7. PROVIDE A PLANTING BED WITH A MINIMUM DIAMETER OF 5' AROCUND ALL TREES NOT THIS M N INSTRUMENT OF
LOCATED WITHIN A PLANTING BED. PROVIDE A CONTINUOUS MULCH BED ARGCUND ALL SERVI?:(:Z?; %zgggPROPWﬂ’ OF WATERMAN
SHRUB PLANTINGS AS INDICATED ON THE PLANS. e N DESIGN ASSOCIATES, INC. ITS USE BY THE OWNER

Proposed lann area T e FOR OTHER PROJECTS OR FOR COMPLETION OF

b, PROVIDE A MINIMUM 3' GRASS STRIP ALONG ALL CURB LINES AS INDICATED ON THE T THIS PROJECT BY OTHERS IS STRICTLY

PLANS, FORBIDDEN. DISTRIBUTION IN CONNECTION
WITH THIS PROJECT SHALL NOT BE CONSTRUED AS
9. ALL TREE PLANTINGS TO MAINTAIN A 10 FOOT HORIZONTAL SEPARATION FROM * P Proposed Light Pole ¢ Base PUBLICATION [N DEROGATION OF THE
PROPOSED AND EXISTING SEWER AND WATER LINES, 2006, WATERMAN DESIGN ASSOCIATES, INC.
10, ALL LIGHT FIXTURES TO BE LOCATED AS SHOWN ON PLAN AND AS PER
SPECIFICATIONS OF THE MANUFACTURER, REFER TO PHOTOMETRIC PLAN PROVIDED
BY COOPER LIGHTING (1121 HIGHNAY T4 SOUTH, PEACHTREE CITY, GA 302649).
Plant List
1
Key | Botanical Name Common Name Slze Root aty. | Notes ‘éé; ;ffx\oﬁ
2
Evergreen Trees
:S ?lcea glauc;x ‘ ?h!tte Sp:.»c,el . &' - 1: ht. BEB 26 Mat(.hej 10/30/06 { TOWN REVIEW COMMENTS
suga conadensis astern Hemlocl &' - T ht. BB Matche: 5 Toaranros Pe——,
Ornamental /Shade Trees A B.OS. DISCUSSION (PROGRESS}
CC | Cercls canadensls Eastern Redbud & - 10" ht. BB 2 Matched REV.| DATE DESCRIPTION INIT)
UA | Uimws amerlcana Princeton’ Princeton Americon Eim 3" -3 /2" call BB q Matched
Evergreen & Deciduous Shrubs
CF | Calycanthus Floricus Sneetshrup 24% - 30" ht. CONT, i
& | Hex glabra ‘Compacta’ Compact Inkberry 24" - 30" ht. CONT. 45 | Space 24" oc. s
MP | Myrlea pensytvanica Bagber‘rg 24 - 30" ht. CONT. 21 space 24" oc.
PF | Potentilla fruticosa Primrose Beauty' Primrose Beavty Potentllila 24" - 30° ht. CONT. 45 | Space 18° oc.
PC | Prunus maritima Beach Plum 24" - 30" ht, CONT. 22 | Space 24" oc.
RC | Rhododendron carotiniana Carolina Rhododendron 24" - BO* ht. CONT, 29 |Space 30" oc.
RR | Rosa rugosa Rugosa Rose 1B - 24" ht. CONT, &9 | Space 24* oc. -
Groundcovers EXIST. 7
48" HICKORY u PREPARED BY:
HC | Huypericum calycinum Agronsbeard St. Johnswort | 5" - 187 sp. #2pot| 24 | Space 5" oc. TO REMAIN
JC | Juniperus chinensis 'Plumosa compacta’ Compact Andorra Juniper 15 - 18" sp. #2 pot 34 |Space 1&" oc. K
LM | Lirlope muscart Liiyturf {29 - 18" ht. #1{pot 26 |Space 12" oc. EXSTING . EXISTING
3-1/2 STORY v BUILDING <
= BUILDING > i3
A . ¢ SO e
2 SCHOOL STREET oM W/ SR Mass
4 oeeD B0 528
cF v
I
n * ) WATERMAN DESIGN
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Ui o
5 N 31 East Main Street
" Westborough, MA 01581
: 508.366.6552
3 Hla 508.366.6506 (fax) N
s
NOTES: NOTES: 7 7 OWNER:
X 8 1. TREE SHALL BE SET PLUMB. 3. DO NOT HEAVILY PRINE TREE AT
I TREE SHALL BE SET PLUMB, NSTALL v re r% OF PLAT“I’!& PRUNE ONLY v MAIN STREET ACTON
2. STAKING ONLY UPON APPROVAL, OF TREE. EGUAIJ.“EEY SPACED 2. STAKING ONLY UPON APPROVAL. OF SOVER d x
: CO-DOMINANT LEADERS RA
STAKES ARE 10 BE REMOVED NO O B ATTncH eire STAKES ARE T0 BE REMOVED NO OR DEAD BRANCHES, MP e PE CORPO TION &
LATER THAN ONE TEAR FROM TIME TSGR ANTED LATER THAH ONE YEAR FROM TIHE DO NoT REMOVE TERMINAL BUDS - 45 BLUEBIRD REALTY
OF PLANTING T PIRE ENCASE Tire OF PLANTING OF BRANGHES THAT EXTEND 10 B0 Al
AROIND TRES It BEINFORCED THE EDSE OF CROMN SCHOOL STREET
3. DO NOT ALLOW AIR POCKETS TO HOSE, SECURE WIRE ENDS WITH TRUST
FORM MHEM BACKFILLING 3 d 4, DO NOT ALLOW AIR POCKETS
M = P TO FORM WHEN BACKFILLING S
, R 2 School Street
{PUBLIC —— VARIABLE ¥ ADTH) Acton, MA
5 PROVIDE GALVANIZED ’
FER HIRE Rol'ClTBN.L w:s SET %NE E:‘;{# ELACK OR APPLICANT:
ABOVE SHED = RUBBER HOSE
ROOTBAL SHALL. FINISHED GRADE L‘//__’____’_,__-\ BLUEBIRD REALTY
ESTABLISHED
FINISHED GRADE N6 oN TRUST
WARNING FLAGS 3* BARK MACH IN SAUGER EACH HIRE 2 School Street
18° ABOVE GRADE Acton, MA
FLAN . NUOUS, * TEMPORARY . BARK
FINISH GRADE SNJC;RS% ?REcz%Ngqu ir:{o SALCER, REMOVE m &NE WITHIN 3% EXISTING TITLE:
m—— s o SULDNG o TR PLANTING AND
RIS AT LT OF BRANGH. e cra | ReomeL s se oEr bl b
& FiN & ) -
grono T R LIGHTING PLAN
SUBSTANTIAL COMPLETION
> i S (NOT NECESSARY IN EXCHANGE HALL
N A PLANTING BED)
REMOVE ALL THINE, - \\//\\\’/’/\\%’\\\/\/ < ottty PLANTING MIX AS FINISH GRADE Acton, MA
ROPE, WRE Al NV N PLANTING SOIL MiX: BACKFILL IN SPECIFIED, CONTINJOUS: (Middlesex County)
BURLAP FROM TOP 1/2 LOOSE LIFTS OF 6"-8* DEPTH, < < Y
PLANTY WITHIN EACH PLANTING 9
OF ROOT BALL, €UT SETTLE WITH THOROUGH WATER BED = —_—
WIRE B, peety SOAKING W'F‘EK ﬁ‘ﬁ‘]’“g‘% © X
FOLD DOMN 8" MIN. TO KBEO)
1/2 WITH PLANTING ALL TWINE, ROPE, SITE PLAN SPECIAL PERMIT
PLANTING HOLE. HOLE TO BE 3 TIMES AS SOll. AND COMPACT BURLAP Fi REMOVE TOFP 13 OF E ROOT BALL
WIDE AS THE ROOTBALL TOP I/2 OF ROOT BALL. NON-BIGDE @ngf-étﬁ ON UNEXCAVATED
DIAMETER PLACE ROOT BALL. ON. CUT HWIRE BASKET TERIAL S BE OR TAMPED S0IL
ONEXCAVATED OR FOLD DOWN &° MIN. TO N REOnED TOTALLY ; i
PLACE fz/ior BALL OM TAMPED SOIL PLANTING HO! EXISTING SUBERADE [ 30 40 50
SSIATED R T EXISTING SECTION DATE: 06/22/06 | SCALE: 17= 20
SUBGRADE SHRUB PLANTING o5 N-o - - —
- DWN. BY:
.T.5. 02900-02
EVERGREEN TREE PLANTING DECIDUOUS TREE PLANTING RIS LI
WoA, INC.  [FITEND CHK'D. BY:
N.T.S, 02900-03 NT.S. 02900-01 0197200
oA e oA e, THIS DRANING 16 NOT FOR CONSTRIGTION INTIL ISsUED FoR | DRV IV 0 NO.: 6
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§ b
0. MAXIMM
e I"xI%3' WOOD
%5 g [ 2 V2 09 eALVMNIZED STER. POSTS STAKES (2 PER
1 2* DIAMOND FABRIC, KNKGKLED cA‘rcﬂém
5 SELVASE, T0P AND BOTTOM
) i GATCH BASIN
& 5 |~ 310" X an6* BEVELED EDeE DUMP STRAP GRATE
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o 4
S enoses Sl
8
Sede s d ):x
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¥ 2% %% / BAG REMOVAL
* I FROM INLET FILTER FABRIC
n% H Iul U (rve)

6" HiT. CHAIN LINK TREE PROTECTION FENCING

N.T.S.

WA, INC.

FROVIDE AT ALL CONSTRUCTION ENTRANCES

REMOVE TOFSOIL AND
RES WITH
GRAVEL TOPPED BY
B* OF CRIBHED STONE

& MIN. DEPTH 3/4" TO
1=1/2" CRUSHED STONE
TRACKING STRIF

XXX

SUITABLE SUBGRADE

SECTION

6" MIN, DEPTH
BANK GRAVEL

EXISTING CATCH
BAGIN \

NOTE:

USE AFTER BINDER COURSE HAS
BEEN PAVED, PRIOR TO STABILIZATION
OF SURROUNDING UPGRADIENT TERRAIN.

CONSTRUCTION ENTRANCE

INLET SEDIMENT CONTROL DEVICE

NTS.

0210013

FILTER FABRIC

NOTES:

1. TO BE USED OFF OF PAVEMENT OR PRIGR TO PAVING
CONTROL. DEVICE FOR PAVEMENT AREAS

I
i

SECTION

AN AT
I

I D

o

MNPAAN
L

CATCH BASIN
GRATE

ONLY. USE INLET SEDIMEN
{SEE DETAIL).

ENCLOSE STRUCTURE WITH HATBALES IMMEDIATELY AFTER CATCH BASIN

2. CONSTRUCTION. MAINTAIN UNTIL PAYING BINDER COURSE 1S COMPLETE

PES STAND OF GRASS HAS BEEN ESTABLISHED,
3. IF GRATE 1S AGAINST EXISTING CURB THEN HAYBALES ARE TO BE PLACED
ARCUND THREE SIDES OF THE SRATE ONLY,
4. GRATE TO BE PLACED OVER FILTER FABRIC.

5. HATBALES SHALL
AND REPAIR OR

BE INGPECTED PERIODICALLY AND AFTER
REPLACEMENT SHALL BE PERFORMED PRO}

OR A

ALL STORM EVENTS
MPTLY AS NEEDED.

CATCH BASIN SEDIMENT TRAP

B

S

5 E

. EROSION

. TEMPORARY STABILIZATION SHALL BE ACCOMPLISHED UTILIZING TEMPORARY SEEDH

EROSION AND SEDIMENTATION CONTROL NOTES:

CONTROL. MEASURES SHALL BE INSTALLED PRIOR TO ANY CONSTRUCTION ACTIVITY ANDR
MAINTAINED UNTIL ALL DISTURBED LAND SURPACES ARE STABILIZED.

A CONSTRUGTION ENTRANGE (ANTI-TRACKING PAD) SHALL BE USED TO MINIMIZE OFF-SITE MOVEMENT
CF S0\L BY VEHICLES, ALL CONSTRUCTION ACCESS POINTS SHALL BE MAINTAINED TO PREVENT
TRACKING OR FLOW OF SEDIMENT ONTO MAIN OR SCHOOL. STREET.

UPON DISCOVERY, THE CONTRACTOR SHALL IMMEDIATELY REMOVE ANY SOIL. OR DEBRIS WHICH
ERCDES FROM THE SITE ONTO ADJOINING PRIVATE PROPERTY, TOMN ROAD OR INTO THE EXISTING
DRAINAGE STSTEM.

STREET SHEEPING SHALL BE CONDUCTED BINEEKLY (AT A MINMUM) DURING CONSTRUCTION UNTIL
SURFACES ARE STABILIZED,

HAYBALES BACKED BY SILTATION FENCING SHALL BE PROVIDED AT THE LIMITS OF WORK PRIOR TO

COMMENCEMENT OF CONSTRUCTION TO PREVENT SILTATION OF RESOURCE AREAS OR DOWNSTREAM

HAYBALE CHECK DAMS SHALL. BE INSTALLED ARCUND EXISTING AND NEWLY CONSTRUCTED,
CATCHBASING, AS WELL AS WITHIN TEMPORARY DIVERSION SNALES,

STORMNATER FAGILITIES SHALL BE CONSTRUCTED PRICR TO EXTENSIVE DISTURBANCE OF THE SITE
TO CONTROL SIETATION DURING CONSTRUCTION,

. TEMPORARY SWALES WITH HATBALE CHECK DAMS SHALL BE CONSTRUCTED IF NECESSART DURING

CONSTRICTION TO DIRECT RUNOFF TC TEMPORARY SEDIMENTATION BASGING,

AN ADEQUATE SUPPLY OF HATBALES, SILT FENCE AND CRUSHED STONE SHALL BE KEPT ON SITE
DURING CONSTRUCTION FOR ROUTINE OR EMERGENCY REPAIRS TO EROSION/SEDIMENTATION CONTROL
BARRIERS. THIS SUPPLY SHALL BE STORED IN AN AREA PROTECTED FROM THE ELEMENTS,

. SEDIMENT SHALL BE RETAINED ON-SITE WITHIN THE LIMITS OF THE EROSION CONTROL BARRIERS AND
REMOVED REGULARLY.

. EROSION AND SEDRIMENTATION CONTROL MEASURES SHALL. BE MAINTAINED UNTIL. FINAL STABILIZATION
OF DISTURBED AREAS HAS BEEN ACCOMPLISHED,

EROSION CONTROLS SHALL BE INGPECTED AFTER EACH RAINFALL EVENT GREATER THAN [/2 INCH AND
ONCE PER MONTH DURING CONSTRUGTION AND CONTINUE UNTH. FINAL SITE STABILIZATION,

DUST SHALL BE MANAGED BT WATERING AND/OR DUST PALLIATIVE, AS AFPROPRIATE.

DISTURBED AREAS SHALL BE MINIMIZED AND SHALL BE STABILIZED WITHIN 14 DAYS OF THE LAST
DISTURBANCE UNLESS CONSTRUCTION ACTIVITIES WILL. RESUME ON THAT PORTION OF THE SITE WITHIN 10
DAYS.

NG OR SPRATED
ON TACKIFIER DURING GBROWING SEASON AND CHOPPED HAY AND/OR TACKIFIER DURING NON-GROWING
SEASON.

PERMANENT STABILIZATION OF DISTURBED
SEEDING, MULCHING, AND/OR LANDSCAP!
USE OF EROSION CONTROL BLANKETS

AREAS SHALL BE ACCOMPLISHED BY BUILDING, PAVING,
. SLOPES STEEFER THAN 3:| SHALL BE STABILIZED BY THE
OVER A SURFACE PREPARED BY HY <] NG

o2310-10 NT.5. O2FI0-05
WDA, ING. NTS. DA, NG WDA, INC.
-
ity
TOP AND BOTTOM TENSION WIRE. APPROVED Ea
A GAUGE, STRETCHED TAUT FROM TERMINAL TO 5
TERMINAL FOST. WRE T0 BE SECRELY FAOTRED (AASHTO M288-00)
TO FENGE FABRIC NTH "Ho®s RINGS® EVERY 24'. =
2%2*%46" HOOD STAKE
& ' 4" OD. GALVANIZED STEEL OR APPROVED BGUAL &' \
: : CORIER, GATE, AND BXD POSTS TO B OC. (TYP) 1"XI"X3 HOOD STAKE
L 10 0. MAAMI L 100" GATE EANEL [ {2 PER BALE)
7 (e
- ]
g ‘ 2 MR | Al SALVAMUED
O SEs H -—— 1 5/8* 0D, GALVANIZED STEEL FLOW
HORIZONTAL BRAGE AT CORNERS =
AND ADJACENT TO GATE PANELS Lon /—'" (NORK AREA) STAKED HATBALES
2 ¥ 3 BRSNS PADLOGK (HORK. AREA) | |
FABRIC TES | . * BEVELED
AT1Z' OC. LOMMECTOR BAND esﬁvx&ﬂzem STEEL n?g%EN BANDS EL PROTECTED AREA
FHEREVER FABRIC ENDS (HETLAND OR
CFFSET HINGE PROTECTED AREA ‘ \ ] VEELE)AND BUFFER
¥ FINSH GRADE e ‘ai/% g‘.}%&vmm STERL W(VELANDW NA sy ) / s ’
r-;r FiNiZH ZONE)
- 1 =T T GRADE
= | = 2.
z A = ), 2 1 &—— CONCRETE FOOTING-
Py Y OEDNY  slEER V2 SR
Ed L3 , POSTS,
JF A A B Top OF ExioTie JEp =i = N =S = =] e e ] ey
O MEET FINSH GRADE S dt— AT === TR T o o0 T T =TT
N _ll__}_lﬂ_,mm% ||:_|—.TT“ Y EXISTING SOIL
NOTES: N v
1 ALL MATERIALS SHALL BE GALVANIZED STEEL. UNLESS OTHERINISE NOTED. 2 \ " i) EXISTING SOIL
2. POST SPACING SHALL BE EGUIDISTANT, CONTRACTOR SHALL BE RESPONSIELE FOR CONTINED MAINTENARCE OF FENCE. f« L
BACKPILLED TRENGH
&' CHAIN LINK CONSTRUCTION FENCE AND GATE SILT FENCE EROSION CONTROL. BARRIER (ECB)
N.T.S. N.T.S, O2310-08 N.T.S. ©2310-03
HDA, INC. WA, NG, WOA, INC.

TE:
TO BE INSTALLED ON ALL SL.OPES STEEPER THAN 2l TO MAX, 2ul,
OVERLAP PER MANUFACTURERS RECOMMENDATIONS

STAPLE AND

AN
L 7L T
"A%dPlSl

SEam
A

NORTH AMERICAN GREEN F300
OR AMERICAN EXCELSIOR CURLEX
ENFORLCER OR OTHER APPROVED
EQUAL

FREPARED SURFACE
HYDROSEEDED

ROTE:

LEAST 6* ABOVE AT B

EROSION CHECK TO BE BERM OF 3/4" CRUSHED STONE; BASE WIDTH TO BE 24"t AND HEIGHT ¢
TOP WIDTH TO BE i2*%. LENGTH SHALL BE SUFFICIENT TO ESTABLISH ELEVATIONS AT *A* AT
OVERFLON

SLOPE STABILIZATION

CRUSHED STONE CHECKDAM

N.T.S.

O02BT0-04 NT.S.

02310-14

WA, NG,

WDA, INC.

SURROUND WITH SILT
FENGE NILEX 2130 OR
AFI Ec),

AL
{AASHTO M288-00)

~u/d
LT

SEE EROSION AND
SEDIMENT CONTROL. NOTES

STOCKFILE AREA TO BE
LOCATED CUTSIDE THE

200-FOOT RIVERFRONT.

TEMPORARY STOCKPILE

N.T.5.

TEMP STOCK

WDA, ING,

MHDSS REERS TO MA
988 (AS AMENDED).
DPH REFERS TO LOCAL DEPARTMENT OF FUBLIC WORKS.
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NOTES:

~6000 &
-DESIGN

ALLON CAPACITY
LOADING-AASHTO

HS 2044

~CONSTRUCTION JOINT-SEALED N]TH * DIA, BUTYL. RUBRER OR EQUIVALENT
—COVERS TO BE BOLTED DOWN AND GASKETED

~CONCRETE MINIMUM STREMGT}PS,OOO PSt @ 26 DAYS,

1

160"

e e e e e e i

3
/
4o
N
|
4' RISER WITH
FLAT TOP WATERTIGHT 4
SEMER ACCESS
MANHOLE FRAME

LENGTH AS DIRECTED OR I
BEND (ROTATE AS REGUIRED)

-—-——-.__} A

T-BRANCH

& MiIN. =

Pl

2' BEYOND EDGE OF
RO OR EASEMENT

COMPAGTED B/4*
| CRusieD stonE or
SCREENED GRAVEL

SEWER NOTES AND SPECIFICATIONS:

THE SIZE, SLOPE, ALIGNMENT AND MATER, OF CONSTRUCTION OF A BUILDING SENER, AND THE METHODS

5PEGIFICATION5 OF ASTM, ALL EXCAVATIONS REGUIRED FOR THE lPBTALLAT!Oﬂ OF A BULDING SEWER

OPEN TRENCH WORK UNLESS OTHERNISE APPROVED BY THE DPH DIRECTOR. FIPE LAYING AND
BACJG‘LL SHALL BE PERFORMED IN ACCORDANCE WITH TONN OF ACTON TYPICAL STREET OPENING
PAVEMENT REPAIR AND ASTM SPECIFICATION C12-64, EXCEPT THAT NO BACKFILL SHALL BE PLACED UNTIL
THE WNORK HAS BEEN INSPECTED. ADDITIONAL SPECIFICATIONS SHALL INCLUDE THE COMMONREALTH OF

MASBACHUSETTS DEPARTMENT OF PUBLIC HORKS STANDARD SPECIFICATIONS FOR HIGHNAYS, BRIDGES,
AND WATERNAYS,

ElENG

THE BUILIDING SEWER SHALL BE SDR 35 POLYVINYL. CHLORIDE (PVC) PIPE; SCHEDULE 40 PVC PIPE OR

APPROVED EGUAL. JOINTS SHALL BE WATERTIGHT. CEMENT MORTAR JOINTS ARE NOT BE PERMITTED.

AN\’ F'ART OF THE BUILDING SEWER THAT IS LOCATED WITHIN FIVE (5) FEET OF A WATER SERVICE PIPE
BE CONSTRUCTED OF CAST IRON SUIL PIPE WITH LEAD JOINTS, CAST IRON PIF’E HITH LEAD JOINTS

MAY ALEO BE REQUIRED WHERE THE BUILDING SEER 1S EXPOSED TO DAMASE BY

INSTALLED 1N FILL OR UNSTABLE GROUND, THE BUILDING SEWER SHALL BE LAID ON A SUITABLE GO'*DRETE

SHALL BE OF CAST IRON SOIL PIPE WITH LEAD JOINTS.

PRECAST OR —— . COMPAGTED SUITABLE LATERALS
NG, BLOCK LEBARON LBH 288 & MIN, S ; / PERADE FOR GRAYITY SYSTEMS, THE SIZE AND SLOPE OF THE BULDING SEWER SHALL BE SUBJECT TO THE
RIZER SECTIONS & ; & [ APPROVAL OF THE DPW DIRECTOR BUT IN NO EVENT SHALL THE DIAMETER BE LESS THAN SIX (6) INCHES,
PROVIDE GROOVE .2 >‘““°"E5Es TR THE SLOFE OF SUCH PIPE SHALL NOT BE LESS THAN ONE-GUARTER (1/4) INGH PER FOOT. THE BULDING
ND SEALAT pe ] ey ) SERER SHALL BE LAID AT UNIFORM GRADE AND IN STRAIGHT ALIGNMENT INSOFAR AS POSSIELE.,
JOINT (TYP) SECTION B-B PROVIDE |' SCREE] CHANGES IN DIRECTION SHALL BE MADE ONLY WITH BENCHED LES AS APPROVED BY THE DPW
X R e DIRECTOR. A GLEAN-GUT SHALL BE LOCATED A MINIMM OF FOUR (4) INGHES ABOVE THE BASEMENT
& ;;3\ SCH 40 FINISH GRADE BEYOND END OF PIFE. HOOR.
'C OUTLE
* & MIN, DIAMETER BUILDING — SHOINTS AND CONNECTIONS
CONNECTION, M SLOPE. I/de - ALL JOINTS AND CONNECTIONS SHALL BE MADE WATERTIGHT.
; FER FOOT W ESS OTHERMISE | PROMIDE 2500 8
SPECIFIED. i EQLYVINYL CHLORIDE (PVC) JOINT SPECIFICATIONS
% JOINTS FOR BDR 95 AND SCHEDULE 40 FVG PIPE GHALL BE O RING RUBBER GASKET JOINTS OR
o 5c é PREMOLDED GASKET JOINTS.
GRAVEL g1 Lieun LEAK DETECTION
LEvEL 2 ALL PARTS OF NEW BUILDING DRAINS AND SERERS SHALL WITHSTAND TEN (10) FEET OF HEAD FOR A
£ MMM PERIOD OF FIFTEEN (5) MIITES AT A TEMPERATIRE ASOVE 92 DEGRIED FAMRBMEIT WITHOUT.
& OBSERVABLE LEAKAGE. AIR PRESSURE TESTS ARE AN APPROVED SUBSTHUTE RHEN MITNESSED BY
[ DPW DIRECTOR.
— 1 LOADS ON STRUCTURES
COMPACTED COMPACTED THE COVERS OF ALL BUILDING DRAIN AND BUILDING SEWER MANHOLES, INSPECTION CHAMBERS,
SUTABLE SECTION SUITABLE SECTION AA B/4" SCREENED CLEANGUTS, AND THE LIKE SHALL BE WATERTIGHT AND SHALL BE CAPABLE OF WITHSTANDING, MTHOUT
SUBGRADE e LN AT GRAVEL ENVELOFE DAMAGE OR DISPLACEMENT, ANY TRAFFIC LOADS (M5-20 LOADING) TO KHICH THEY MAY BE SUBJECTED.
GREASE P SENER BUILDING CONNECTION SREASE, OIL AND SAD WIERCEPTORS SHALL BE PROVIDED /e, N THE OPINON OF TV DPH DIREGTOR,
NECESSARTY FOR THE PROPER HANDLING OF IGUID WASTED CONTAINNG GREASE IN EXCESGIVE
N.T.S. 02530-06 NT.S. 02580-10 AMOUNTS OR ANY FLAMMABLE WAGTES, SAND OR OTHER HARMPUL MATERIALS, ALL INTERCEFPTORS
oA T, TR L B OF TYPE AND CAPACITY APEROVED By THE DM PIRECTOR AND BULOING NSPECTOR AND
SHALL BE 50 LOCATED AS TO BE READILY AND EASILY ACCESSIBLE FOR CLEANNG AND INSPECTION.
NOTE: MINIMUM DEPTH OF COVER FOR "DRY* SENER SHALL BE 4%
DIAMETER OF PIPE] TRENCH WIDTH
o UNSHEETED | SHEETED
SEWER CLEANCUT RING ¢ PROVIDE AT LEAST 12* AND SMALLER| 3o P
COVER (LEBARON FOUNDRY TRENCH DAY 15 ey oy I* MIN.
4" PVC THREADED INC. OR EGUIV.) B o =i oR v - -
PLUG MHICHEVER 15 LESS -
FINISH GRADE (SEE TRENGH DAM P B-10° 5.0"
DETAIL) 12" MIN.
N A I RGN Py o N
N " 46" 6" i
R 4" PVC FEMALE 21 ind
ADAPTOR (8LIP SOCKET R T — ! T
> W/ FEMALE THREAD) NO LEDGE OR jhaid WDISTREED
SHEETING IF USED SHALL BE UNECAVATED MATERIAL AATERIAL
LEFT IN FLAGE BELOW ToP SHALL PRO.EGT BEYOND i I“EI
\ PE ZONE, THIS LINE
FILL W CLEAN 4" 5CH. 40 PVC VHERE OTHERWISE INDICATED
INASHED SAND PIFE OR DIRECTED

4" PVC 45" ELBOW

(BELL & SPIGOT)

* ADAPTOR. (SDR 35
BELL & SCH. 40
SOCKET)

6% 4" 45°
PVC NYE

(=01 ==

&" PVYC SERVICE
LATERAL AT MINIMUM
2% SLOPE

B3/4° CRUSHED STONE
MHDSS MR.OL4) AGAINST
UNDISTURBED EARTH OR

N
SHEETING ~ EARTH

PIFE ZONE

COMPACTED SUITABLE
SUBGRADE

NOTE:

PROVIDE MID RUN OF SEWER LINES
WHERE MANHOLE SPACING EXCEEDS
250" AND AT LOCATIONS SHORWN ON
PLANS,

PVC SEMER
EXCAVATED TRENCH SEE
PVe TRENCH

) SECTION

6" MIN, KEY NAT

CENTERLINE PIFE

PVC SERER
S | s o [ vt s
UNDISTURBED J\ ﬁh“l Uﬂl U’) LAY
R e o

YRICAL SECTION

SEWER CLEANOUT - IN LINE (CO)

PVC SEWER TRENCH SECTION

PIPE TRENCH DAM

NTS.

Q2530-3

NT.S.

O2500-0)

NT 5. 02530-12

HOA, INC.

WA, INC.

WOA, NG
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DIAMETER OF PIPE TRENGH WIDTH 1
D. UNGHEETED |  SHEETED
NRENCH T 12 Ao sMALLER] 3ot a2 FLAT TOP ALTERNATE
REQUIRED FOR SHALLOM
15" 3-2" 440 STRUCTURES. TOP SLAB
o e SHALL BE DESIGNED
P ie* 36 4 FOR H-20 LOADING.
2 oo 50" LEBARON LF248-2
g P Sgn BRICKS SHALL BE USED GRANITE CATCH BASIN FRAME (3
ADJ)FSOR 6RAD(§ CURB INLET FLANGE) AND GRATE.
— . poP e TMENTS FRAME TO BE SET IN
SIEN PLATE "OPEN 21 2 COURSE MIN,, 12" MAX) FULL BED OF MORTAR
UPPER BARREL '
~SHEETING IF USED SHALL BE UNEXCAVATED MATERIAL + T i &
LEFT IN PLACE BELOW TOP SHALL PROJECT BETOND - I =
WINDOW OF PIPE ZONEEXCEPT, THIS LINE
] OPENING
REMFORCED PRECAST
CONCRETE SECTIONS
SION PLATE St DESIGNED FOR MIN.
H-20 LOADING
STEM 4000 PS5 HIN
COMPRESSY TH 4 DIA.
LONER BARREL -
NORMAL QUTSIDE PIPE DIA.
wATER LEVEL | e e
xrd :
o CLEAR TO
BN o/ renForcie - LEBARDN L2002
* joTERL HOOD OR EQUAL
%
3
~
-
TN,
BAsE [ MONOLITHIC. PRECAST
REINFORCED
MPACTED ZONE AROUND
Fr DacErLL R o CONCRETE BASE BPRNEENEE Y O COMPACTED
SELECTED EchVATED /4" CRUSHED a— L SUITABLE
MATERIAL OR STONE (MHDSS . SUBGRADE
GRAVEL HITH NO STONE ™M2.014) kS
LARGER THAN 2 O
D2 NoN-AD USTABLE INDICATOR POST MANIEAGTURED BY
MELLER CO. GF DECATOR, ILl.. OR. EGUIVALENT GOMPACTED SUTABLE
1
POST INDICATOR VALVE (FIV) WATER MAIN TRENCH SECTION 4' DIAMETER CATCH BASIN (CB)
NTS. 025O-04 NT.S. 02510-03 NTS, 02600-01
WOA, INC. WDA, ING. WOA, INC,
— LiMITS OF
- T !.: TRENCH SECTION v FRAE <
PIPE xS L1
T LEBARON LKIIO OR
| TYPE | CEMBNT EQUAL. FRAME TO BE
CONCRETE MAGONRY SET IN ALl BED OF
1 COLLAR. MORTAR
i
COMPAGTED TRENCH ———""] | N 3
BACKFILL FROM ) N
BOTTOM OF TRENCH -
TO CENTERLINE OF
UPPER UTILITY
& MIN, (TYP) ADMST TO REQUIRED
SEE TYPICAL 20 GRADE WITH A
& MIN, —t DA MINIMUM OF THo
- — i A A
_/ o ]
FRECAST REINFORCED e B MANHOLE TO MEET
EcEmNTRIE Eo Tob o4 fa=sixhousr ol s -
o5 ORL TO
MIN, MIN, STANDARD BARREL ASTM AND AASHTO
Lo 0" SECTION o +5-20-44 FOR H-20
5 M 4-0° DIA LOADING.

PIFE

COMPACTED SUITABLE
SUBGRADE

SECTION B-B

NOTE:
IF WATER MAIN AND SEWER

CROSS,
TOP OF SENER OR SENER SHALL BE CONSTRUCTED OF AWWA C-400 PVC PIFE,

, THEN BOTTOM OF KATER SHALL BE AT LEAST 18" ABOVE THE

CLDI WATER MAIN

NOTE:
PROVIDE SERVICE CONNECTION
TO EACH BUILDING LOT.

L:%

MONOLITHIC PRECAST
REINFORCED

PIFE OUTSIDE DIA.
DiA. PLUS 2°

CONCRETE FiLL

3/4" CRUSHED STONE
MHDSS M2.01.4)

UTILITIES CROSSING

WATER SERVICE CONNECTION

DRAIN MANHOLE (DMH)

N.T.S.

02500-03

NT.S, 02500-04

N.T.S. ©2600-04

DA, INC.

HOA, ING.

HDA, INC.

FINISH &RADE

STABLE
A5 REGUIRED, BUT VALVE BOX

NOT LESS THAN 50"

SATE
VALVE

CONCRETE

COMPACTED SUITABLE
SUBGRADE SFPORT

T

WATER GATE VALVE (NG)

NT.S. 02510-01

DA, INC.

MITCD REFERS TO

DPN REFERS TO LOCAL DEPARTMENT OF PUBLIC HORKS,
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ROOF DRARN DOWNSPOUT
_\on

OVERFLON WYE BRANCH

FINISHED GRADE, SLOPE ANAY
FROM BUILDING (PER 180 CMR 18
OR 36, AS APPLICABLE)

SACKF |
BACKFILL—_|

CONNECT TO ROOF

DRAIN LINE (5CH 40 PYC OR ]
CPE TYPE 5) CONNECT TO
INFILTRATION SYSTEM (INF)

DRAINASE FABRIC
MIRAF] 140 OR EGUAL)
TO OVERLAP AT

CENTER. OF TREMH\
&" PERFORATED FPIFE
SLAB,

&' MIN, —/

B/4" CRUSHED STONE

{HHDSE M2.014)

I(NEN FOUNDATION ONLY)

/——' TOP OF CONCRETE {T0C)
FOUNDATION

REFER TO ARCH. PLANS FOR
5 S HALL WATERPROOFING
AND/OR DAMPPROOFING

FOUNDATION DRAIN (FD) &

ROOF DRAIN (RD)

NEENAH R-GTC OR
APPROVED EGUAL

4" MIN.—Fi

)

SET CAST ASSEMBLY
IN CEMENT
CONCRETE

COMPACTED SCREENED
GRAVEL OR CBMEN
CONCRETE

CEMENT
CONCRETE THRUST
BLOCK

CLEANOUT (C/O)
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A MAJORITY OF THE BOARD
DATE:

1S THE SOLE PROPERTY OF WATERMAN DESIGN
ASSOCIATES, INC. ITS USE BY THE OWNER FOR
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i T
I | i I
A 1 Dl | < A A (B D] 1 < A
| 1 | {
e Dl | e D
| | 1 1
- ———~  CPE P} . —— -
T PE PIPE (TYPE 5) TYP, ™7 - -
L e e e e e RV OF BED . L
/ @ SOLID CPE (TYPE
CPE (TYFE 9) ) PIFE INLET
PIFE INLET —ELAN VIEW PLAN VIEW
SOLID CPE (TYPE 5
PIPE CLEANOUT
FINISHED GRADE FINISHED GRADE
rrrsse.
DRAINAGE FABRIC
108 ToP
SN s im sz 1o
(% CPE PIPE (TYFE 5) ) L_i% PERF. CPE PIPE (TYPE 5P) %l )
Pl BOTIOM / INV (oUT) Ko 2~ BoTTOM
Niad % S
W\ 1-1/2" CRUSHED STONE W 1+1/2" CRUSHED STONE
MHDSS M2.012) (HHDSS M2.012)
SECTION A-A SECTION A-A
FINISHED GRADE
LLLLISIIEL, EINISHED GRADE
CLASS | - ANGULAR CRUSHED STONE OR ROCK, DENSE OR EALIILLILEIA
OPEN GRADED WITH LITTLE OR NO FINES (114" TO 1-1/2% OR
CLASS i - CLEAN, COARSE GRAINED MATERIALS, SUGH AS N .
n GRAVEL, COARSE SANDS AND GRAVEL/SAND MIXTURES DRANAGE %f -1/2" CRUSHED STONE
= (-1/2° MAX) AASHTO Al ¢ A3 FABRIC OVER ok MHDSS 12.01.2)
TOP OF SYSTEM o |
TOP SYSTEM
>
fi<=
INVERT,
@) _BOTIOM SYSTEM 2’ BOTIOM SYSTEM
WW / OUTLET INVERT
AN ) 1
PERF. CPE (1YFE SP) PIPE
EXISTING NATURAL ‘¢! EXISTING NATURAL 'C'
HORIZON SOIL CPE (TYFE ) PIFE HORIZON SO
_SECTION B-B _SECTION B-B
o) o BOTIOM | PIFE TOP OF | OUTLET [ a 0 | BOTTOM I PIPE | pvery | TOP OF
# ) INVERT INF ¥ | ESHOW | PIPE LENGTH HDTH SYSTEM | DIA. SYSTEM
PPREES™ | miees | BT ovcves) | SEEET I | Bl [SEEET| TS 1w (FEET) | PIPES| (egeT) | INCHES) | “Fpy, | ) | BLEV. A
P e | w©) B0 | 2902 | 24 | =mta | 2m5 | =2 | 202 iol 2214 16 2 23| 24 | 2225 |12 | 2085 | 2248
w2 | wo 6 2 23| 24 | 297 |12 | 22071 | 2220
GROUNDWATER AND MOTTLING WERE NOT GBSERVED TO ELEVATION 2211, os | 2eo ™ 3 s 32 | 2o |z | 2ee | a5
UNDERDRAIN 1S PROVIDED BELOW BOTTOM OF DETENTION SYSTEM TO LORER s
GROUNDHATER TO PREVENT BUOYANCY. BEGINNING INVERT 214.00, SLOFE AT o4 12045 i Ed 22 | 205 |2 | 25 228
©0.005 TO WYE CONNECTION (INV=216.20) BEYOND DET-OUTLET MANHOLE (SEE ESHGM = ELEVATION OF ESTIMATED SEASONAL HIGH GROUNDWATER
GRADING AND DRAINAGE PLAN! WO = GROUNDRATER AND MOTTLING NOT OBSERVED TO ELEVATION 216.0
N.T.5. 02600-23 NT.S. 0260023
WA, ING. oA, ING.
MH FRAME AND COVER
LEBARON LKIIO OR
TYPE | CEMENT EQUAL. FRAME TO BE

MORTAR.
ADNST TO REGUIRED
. GRADE WITH A
6 MIN. (TTF) MINIMUM OF TIHO
COURSES, MAX. OF 12,
6% MINL, USING SENER BRICK
e}

PRECAST REINFORCED e}
CONCRETE MH WITH
ECCENTRIC CONE TOP

MONOLITHIC. PRECAST
REINFORCED CONCRETE
BASE SECTION

12 NLET
[Nv=22020

B4 CRUSHED STONE
MHDSS M2.01.4)

BAFF

INv=221

THVY=22

12" QUTLET
RV=2i8.60

CONCRETE

MARHOLE TO MEET
ASTM C415, STEEL
REINFORCING TO MEET

6" NIDE CONCRETE
LE
TOP ELEVATION=22230

4 DA, ORIFICE
20

4" DiA. ORIFICE

FLL

COMPACTED
SUITABLE SUBGRADE

DETENTION OUTLET MANHOLE

N.T.S.

028600-04

WDA, ING.

NI.S. 02600-01 NTS, 02600-24
HDA, INC. HDA, INE.
DIAMETER OF PIPE] TRENCH WIDTH
2. UNSHEETED | SHEETED
15* AND SMALLER R 420
B A6 15" 3-3" 45
WAVED SPECIFIED 24 4o 52t
WWVWWWW o o pre
26" &-" T-a
= pen e e
|
_=3=r' PAVEMENT LEDGE
ﬁm@zl A erave BEXCAVATED
ETHTI e \ b3 PROJECT BEYOND
= E THIS LINE
M SHEETING, | USED SHALL,
B 4 BE LEFT IN PLACE BELOW
= COMPACTED TOP OF PIPE ZONE,
FILTER FABRIC BACKFILL WITH XCEPT WHERE OTHERAISE
nm (MIRAFt }40N OR ACCEPTABLE I™ INDICATED OR DIRECTED
= APPROVED EQUAL) ORIGINAL
OVERLAP 112 MATERIAL MAX. -
TRENCH WIDTH AT STONE SIZE 2"
CENTERLINE OF CENTER
PERFORATIONS St -ty
CRUSHED STONE
(MHDSS M2.012) g -
g §
~ N
£ iy
&° PERFORATED ['% o
CPE (TYPE CP)
PIPE
COMPACTED —
BACKFILL (ASTM s
cAssiory 4 1
MATERIAL, MAX.
STONE SIZE 1-1/2"
COMPACTION COMPACTED SUITABLE
(ASTM DISST) N N SUBGRADE
EARTH ROCK
UNDERDRAIN (UD) CPE TRENCH SECTION
NTS. 02600-16 NT.S. O2EC0-06
DA, NG, WDA, INC.

DPH REFERS TO LOCAL DEPARTMENT OF PUBLIC MNORKS.
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3 5 2
MIN, MIN 24 Min,_

@

\

HAUNCHED CEMENT
CONCRETE WALK

[satad] COMPACTED SUITABLE SUBGRADE

NOTE:

REFER TO GRADING PLAN FOR DIRECTION AND DEGREE OF PITCH
OF DRIVEWAY SURFACE & DRIVEWAY OFF-GRADING

SITE ACCESS DRIVE (THO WAY)
TrPICAL SECTION

5* 4000 PSt (i
CONCRETE sLANé)—\n

FINISH GRADE

6" x & W4 x W4
WELDED WIRE MESH,

8" GRAVEL. BASE
{HDSS MLOBO TYPE B)
COMPACTED SUITABLE
SUBGRADE

SECTION

BRICK PAVERS, BASKET
HEAVE PATTERN

BRICK PAVERS WITH HAND
TIGHT SAND SWEPT JOINTS
1 1/2* STONE fUST

COMPACTED SUITABLE L
SUBGRADE SECTION
DUMPSTER / COMPACTOR PAD BRICK PAVERS
NTS. 0210012 N.T.S. 0210014
HWDA, INC. DA, INC.

ROADNAY

TRANSITION CURB

& N 6RASS PLOT FOR 6" CURB

SIDEWNALK. 1.5% MAX
CROSS SLOPE

BLEND GRADES AT

]

T

|
) g {i |a
\ 1 |I

.
\\73/4' DiA, HOLE FOR #5 2
REBAR ANCHOR

(TYe)
TOP VIEW
1" CHAMFER
i 1L I 1
El 5
SIDE VIEN
3 3

NOTES:

1. PRECAST CONCRETE WHEEL STOPS @
SHALL. GENERALLY CONFORM TO I 5
DIMENSIONS SHOWN HEREON. a0 l

2. ¥5 REBAR ANCHOR TO EXTEND MIN.
&° BELOW GRADE.
ar
END VIEN

PRECAST CONCRETE CURB STOP

150 VIER
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SITE PLAN SPECIAL PERMIT
APPROVED
ACTON
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A MAJORITY OF THE BOARD
DATE:

1S THE SOLE PROPERTY OF WATERMAN DESIGN
ASSOCIATES, INC. ITS USE BY THE OWNER FOR
OTHER PROJECTS OR FOR COMPLETION OF THIS
PROJECT BY OTHERS IS STRICTLY FORBIDDEN.
DISTRIBUTION IN CONNECTION WITH THIS PROJECT
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SECTION

#4 SMOOTH (GRADE 60)
REBAR DOWEL 240" OC.
(rve)

TOP COURSE PAVEMENT

NT.S. 0210016 3 (MIN) ERASS PLOT FOR 3" BERM
DA, INC.
FLUSH CURB
4" 3000 PSI (M
CONCRETE SLAB ARIES
BRISTLE-BROOM FINISH , ] — NOTES:
FINISH GRADE " |
s - L RAMP CROSS SECTION TO BE THE SAME AS ADJACENT SIDEWALK; LE. DEPTH OF SURFACE AND I RAMP CROSS SECTION TO BE THE SAME AS ADJACENT SIDEWALK; LE. DEPTH OF SURFACE AND
&7 X 6° Wi.4 x WA FOUNDATION. FOUNDATION,
WELDED WIRE MESH
% GRAVEL BASE 2. DIMENSIONS ARE SUBJECT TO CHANGE IN FIELD. ALL SLOPES AND DIMERSIONS TO COMPLY 2. DIMENSIONS ARE SUB.ECT TO CHANGE INFIELD, ALL SLOPES AND DIMENSIONS TO COMPLY
WITH ADA. AND MAAB REGUIREMENTS, WITH ADA, AND MAAB REQUREMENTS.
MHDSS MILOB.O TYPE B)
COMPACTED SUTABLE 3. PROVIDE HEAYY BROOM FINISH ON RAMP. 3, PROVIDE HEAVY BROOM FINISH ON RAMP.
SUBGRADE
MOTE: WHERE CEMENT GONCRETE WALK ABUTS SECTION
BUILDING DOOR(S), SLAB SHALL BE 6" DEPTH
DOPELS SHALL BE PROVIDED TO GONNECT
SLAB TO BULDING FOUNDATION WALL (REFER
TO ARCHITECTURAL/STRUCTURAL PLANS).
NTS. C2100-10 N.T.S. 02100-16 N.T.S. 02710018
DA, ING. WD, INC, WDA, NG,
15" TOP COURSE EDGE TOOL FINISH
MHDSS TYPE T4} TYPICAL MEDIM BROOM FINISH
2" BINDER COURSE 5
MHDSS TYPEL) g = - s SEALANT 7O MIN. 1/2¢
SR DEPTH, TYPE POLYURETHANE
4 B {ASTM D 3406), PROVIDE
12" GRAVEL BASE, INSTALLED A BACKING ROD,
AND COMPALTED IN THO LIFTS . 4
MHDSS MLOB.O TYPE B) g A ;
S D 2" EXPANSION SLEEVE, 374" RADUS
S g WITH WAXED TUBI
OOMPAGTEDSUa}lTABLE = 4 | PREVENT BONDING PRECAST CONCRETE CURB 6" FiN. GRADE
=] [=]
\

BITUMINOUS CONCRETE PAVEMENT
NTS.

0ZT00-08
WOA, INC.

174* RADIS

6° x 6" Hid x M4
WELDED WIRE MESH,

COMPACTED SUITABLE
SUBGRADE

SECTION

HAUNCHED CEMENT CONCRETE WALK (HCC)
NTS.

Q2TIQ0-05
DA, INC.

=

CONTROL. JOINT AT B' O.C.

PREMOLDED EXPANSION
SJOINT WITH STRIP OFF CAP
TO FORM SEALANT JOINT
(ASTM D 152). REMOVE
CAP AFTER PLACEMENT.

TOOL. CONTROL JOINT
TO DIMENSIONS SHOWN
WITH | /2" EDGER

NOTES:
L EXPANSION UOINTS 20' OC.
UNLESS OTHERWISE NO

2, CONTROL. JOINTS B 0.C.
UNLESS OTHERWISE NOTED

3. WHERE EXISTING AND NER
CONCRETE

MEET, SARCUT
EXSTING WALK AND INSTALL
EXPANSION JOINT AND DO
AS SHOWN. DRILL EXISTING
CONGRETE ALK EDGE TO
RECEIVE STEEL DOWELS AT
EXPANSION JOINT,

EXPANSION & CONTROL. JOINTS

FOR CONCRETE SIDEWALK

BINDER COURGE
PAVEMENT

PROCESSED GRAVEL
BAGE

CONCRETE /
COMPACTED

SUITABLE
SUBGRADE

NTS.

[eryiviony)

PRECAST CONCRETE CURB (CC)

NT.S,

OXI00-04

HOA, INC.

DA, INC.

N.T.S. 02100-25
WDA, INC.
e
EARNG 12° x 18t
E ALUMING SIGN
Rwows.d
6" x 12
YA AL
SIGN WHERE
" APPLICABLE
E<bd
F 3" DlA.
% o GALVANIZED
By STEEL POST
26"
FINISH GRADE ey
AN
2
i
NOTES: ALL HANDICAP PARKING AND SIGNS SHALL
BE IN COMPLIANCE WITH THE MASSACHUSETTS
ARCHITECTURAL ACCESS BOARD AND THE
FEDERAL ADA RULES AND REGULATIONS.
SIGN SHALL BE TYPE R1-8 AS DEPICTED N
THE MUTCD "STANDARD HIGHRAY SIGNS",
FHAAUSDOT, 1976, AS AMENDED,
HC. SIGN AND PAVEMENT MARKING
NT.S. 0210020
WDA, INC.
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&* BOARD:

| B-OTSECTION ATe T | B TRANSITION SECTION |
2° BATTEN

COUNTERSUNK

5/B%G" GALY.
) LAG BOLTS AND
B HASHERS (TTP)

RAIL +
ey WOOD BOARD

Notes:

Block g Hall to be "R * nalt
with Limestone foce Finish, 41* block size~ as monfactred by
Redi-Rock International, Charievolx, Mt

Solls: Silty Sand, Clayey Sand -

Internat Angle of Friction (F) = 28 Deg.
Condltion A ~ No Back Siope, No Surcharge
T-6* Maximum Helght

41* Gravity Blocks

PITCHED TOP

HITCHING POST
o R 4

BASE PLATE BY MFR

ALL LIGHT POLE
FOUNDATIONS WITHIN
PAVED PARKING LOT
SHALL HAVE 2'-6°
ALL LIGHT POLE
FOUNDATIONS WITHIN
1SLANDS

SHALL HAVE 6"
NCH REVEAL

NOTE: LIGHT POLE
FROM FINISH GRADE
HEIGHT 15 MEASURED

CONNECT 7O POLE BASE
REGUIREL?

MOUNTING PLATE PER
MFR'S STANDARD

2" GROUT

1" CHAMFERED EDGE
ALl SIDES

CONDUIT

48 MiN. GROMNDING
HIRE

SITE PLAN SPECIAL PERMIT
APPROVED
ACTON
BOARD OF SELECTMEN

A MAJORITY OF THE BOARD

DATE:

'THIS DOCUMENT, AS AN INSTRUMENT OF SERVICE,
1S THE SOLE PROPERTY OF WATERMAN DESIGN
ASSOCIATES, INC. ITS USE BY THE OWNER FOR
OTHER PROJECTS OR FOR COMPLETION OF THIS
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& TOPEOIL: ACE OF P GALVANIZED
= MIN, Y Batter Angle - . TO FACE OF POLE ANCHOR BOLTS AND
SRAVEL 40 Deg, +/~ 9 GRANITE HARDWARE, NUMEER, S|
COMPACTED Y FINISHED &RADE AND LOCATION PER MFR
prayd BACKFILL . BOLLARD ™~
(MHDSS ML.03.0 4 Ground Level .
TYFE B) BIT. CONC, 157 MIN, SIZE HEAVY
[ PAVEMENT DUTY GALVANIZED
BOARD ¢ BATTEN DETAIL (DUMPSTER ENCL) % STER, %0 Lre. DO H
. 3 RADRI%EG’; 247 §
LA NO, A RED.
NT.5. 02800-82A A 19 ¢
VDA, NC. st I /
p HOLD CONGRETE DOWN o
Crushed Stone Backiill TO ALLOW EINISHED COUPLING S-O(MIN
(F = 40 Deg. minirvm) 5 SURFACE TREATMENT UP
Te6 [ Placed 10" Wide 3 TO THE BOLLARD : REINFORGING RODS 3°
Behind rall FROM ALL SIDES
b POST SETTING 9b I/4° CENTER TO CENTER 1 FOOTING, 3,000 PSI :;*-o* D’Lm
1,212 PANEL WIDTH 93 (/4* oBALL (MIN) CONCRETE mp C‘RETE BASE
i (PANELS MAT BE CUT TO SUIT) FOST SROUND ROD BY < _
. Bury Depth 0-6* Min ELECTRICAL B/4" CRUSHED STONE
4 3 5/8"FCLEAR BETWEEN PICKETS 24 Non-oven CONTRACTOR (MHDSS M2.0L4)
. tile Fabrl
/2 Grownd Level ﬁ?ﬁ‘%ﬁrfw “
=l s ' 6° PROCESSED NOTES:
43 12 o Q \ Base Elevation MLOZ0 TYFPE B) I 1T SHALL BE THE CONTRAGTORS RESPONSIBILITY TO CHECK AND VERIFY ALL ANGHOR BOLT
5 & RINGS COMPACTED DIMENSION (SIZE, BOLT GIRCLE, ETCJ WITH THE POLE MARUFACTURER PRIOR TO INSTALLATION
N ting Pad OF FOUNDATION,
) :m LeVeo ‘:"3’. o Depth | 1" Bloci Stone Leveling Pad 2. STABILITY TO BE CHECKED BY GEOTECHNICAL ENGINEER FOR SFECIFIC sn'E SOIL CONDITIONS.,
N RI@ID STEEL CONDUIT SHALL BE INSTALLED BY THE ELECTRICAL TOR BENEATH ALL
R g Pert. Drain Ppe nith Sock 3. PAVED AREAS AND EXTEND OUT FROM EACH POLE BASE 5-0" AS INDICATED,
Bl o for as specifled ty eng) 4, OLE BASE FURNISHED AND INSTALLED BY SITE CONTRACTOR; CONDUIT, WIRING AND
[ GROUNDING BY ELECTRICAL CONTRAGTO!
wl 5, DEilEULATBDeRO{NDIN@BUSmN@ONEXFOSEDEND(NBASEOFF’OLE)OFALL
s GALYANIZED STEEL BENDS.
. 8. LIGHT POLE HEIGHT TO BE 0° STYLE TO BE DETERMINED BY THE ACTON HISTORICAL DISTRIGT
sy COMMISSION AND THE APPLICANT.
42
T e e 7 SEGMENTAL BLOCK RETAINING GRANITE HITCHING POST BOLLARD LIGHT POLE BASE
& & PRE-PUNCHED RAILS 15, T 0260001 1.5, 02800-05
¥ FITT  FOR PICKET INSERTION NTS NTS, NTS
. CONGRETE L] DA, INC. WDA, INC. DA, IHC.,
Saa FOOTING
e
SEECIFICATIONS
POSTS, RAILS COLD FORMED BTEEL TUBING INTERIOR & EXTERIOR
4 PICKETS GALVALUME 8 COATING CHROMATE Ci
COATING ELEGTROSTATICALLY APPLIED SUBMIT SHOP DRAWINGS
THERMALLY BONDED POLYESTER PONDER COATING FOR REVIEN AND APPROVAL
MINMUM FILM THICKNESS 25 MILS

POSTS: 2'2, 16 GAUGE OR 14 GAUGE STANDARD POST =
SPACING (CENTER TO CENTER): 98 174"

POST FLANGES: Bx6* x 1147 400 (MIN) ,

RAILS, 1" x I, 14 GAUGE y

PICKETS: B/B%5/8", 16 GAIGE NOTE: e 2% O, TOP RAIL, TYPICAL

FITTINGS: i+ Aiweﬁ imgﬁ FORGED FENCE SUBLECT

FACTORY AS ABOVE BY THE ACTON 4
COMMISS 1 42" 0D HAND RAL.
WELDS: STAINESS STEEL "'570'2"’“ DISTRICT
STANDARD PANEL WIDTH; a3 1/4* 2" 0. POST, TIPICAL
- FENCE HEIGHT OF 46" PROPOSED ALONG TOP OF RETAINING WALL. FENOE HEIGHT OF 42° 3
THE REMAINING AREAS OF THE SITE WHERE FENCE 15 PROPOSED ON THE SITE *
LA DETAL DlMENs!ONS AS SHOWN, VART RESPECTIVELY WITH FENCE HEIGHT. ®
5 1 1/2° OD. HAND RAIL
ORNAMENTAL. FENCE & 3/4" OD. STERL BRACKET
. @ EACH MDFOST
NT.S. ©2800-14 I
WDA, INC..
[(¥di—— 2" 0D, BOTTOM RAIL, TYP,
S . i PO PO TYPGAL
kS L 84 REBAR AT 12 06,
E T EACH AT
EY COMPACTED GRANLAR FILL
CORE DRILL E
preAi = COMPAGTED SUBERADE
RAlL POST
SUBMIT SHOP DRAMINGS EXPAION
NOTE: FIELD MEASUREMENT Jowr
OF ALL STOOPS REGUIRED. SUBVIT SHOP DRANINGS
RISERS AND TREADS MAT VARY. FOR REVIEH AND APPROVAL FiNsH
— FROVIDE LR KOSING (TTF) 6RADE HANDRAIL FOR ACCESSIBLE RAMP - SECT.
2" OD. ENDPOSTS, —
MIDPOSTS AND RAILG N.T.S. 02900-02
EXPANSION DA, INC.
}1/2° OD. HAND RAIL JoNY
4* 0D. RADUS
fre) FINSH GRADE 2
172* GVENT HOLES AT 5 € 540" 0.6, MAX. SPAGING (TYFICAL) o ©
24* 0L, NDERSIDE OF » % g@.ggsnf% 7 g PO
TOP AND BOTTOM RALS 4 OD. RADIS
9 e}

- S JERN——.'
2 0. SUPPORT POSTS A5 =] ’g Y
REGUIRED. BOTTOM RAIL | 1 U2 OD. HAND RAIL-

SHALL BE SUPPORTED MAX N CONCRETE STEPS =
36" 0. gl —N
PROVIDE SLEEVE FOR FLEvATION %
HANDRALL IN CONC. FOOTIHG ¥
=2 - 3/4” OD. STEEL
g — 7 I [ I I T 84 REBAR AT (2* 0. EACH WAY oz o ‘
1 - . - B T MDPOST ks
HADRAL REWRMS To > " — T T N
[}
GUARDRAIL ] ] I l 1 x
N
T & NOTE: SEE PLAN FOR TOTAL NMBER
OF RISERS REGUIRED. =
SIDE RAL FLAN CONCRETE FOOTING ES
FOR HANDRALL POST 1 /2" 0D, HARD RAIL
2 OD. BOTTOM RAIL N
FINISH GRADE
NTS. ©2800-14 NT.S. 02800-19 NT.5. 0290002
WDA, NG, WDA, ING. HDA, INC.
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